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E-mail address: mariavega.aguirre@upm.es (M.V. Aaviour of pure tungsten (W) and its alloys (2 wt.% Ti–0.47 wt.% Y2O3 and 4 wt.% Ti–0.5 wt.% Y2O3) is 
btained by powder metal-lurgy. The yield strength, fracture toughness and elastic modulus have been 
 1000  C. The results have shown that the addition of Ti substantially improves the bending strength 
increases the DBTT. On the other hand, the addition of 0.5% Y2O3, is enough to improve noticeably the 
s. The grain size, fractography and microstructure are studied in these materials. Titanium is a good grain 
id phase in HIP. The simultaneous presence of Y2O3 and Ti permits to obtain materials with low pores 1. Introduction
W is one of the candidate materials for manufacturing of plas-
ma facing components in future fusion power reactors because of 
its good characteristics as a refractory material, which include 
sputtering resistance, thermal shock resistance and low tritium 
retention [1]. Nevertheless, good mechanical properties at high 
temperature are required for these materials.
On the other hand, tungsten improves substantially its 
mechanical strength and toughness at high temperature through 
solid solution or particles dispersion, such as titanium or yttrium 
oxide, respectively [2]. One of the limitations of tungsten alloys for 
plasma facing components is the high ductile-to-brittle tran-sition 
temperature (DBTT), which is normally above room tem-perature 
[3]. The DBTT of tungsten alloys depends on mechanical and 
microstructural factors, thus, the addition of dif-ferent elements or 
particles modifies this temperature value. The sintering process is 
the adequate method to obtain solid solu-tions and particle 
dispersions if the recrystallization temperature is high enough and 
the growth grain can be inhibited during the sintering.
The main purpose of the present investigation is to study the
mechanical behavior in the temperature interval from 25 C to
1000 C and the mechanism involved in the fracture of two
tungsten alloys, obtained by hot isostática pressure. To achieveca (UPM), Plaza del Cardenal
2; fax: +34 91 3367511.
guirre).this, three-point bending and fracture toughness tests are
performed.
2. Experimental
2.1. Materials
Two tungsten alloys containing 2 wt.% Ti–0.47 wt.% Y2O3 and 
4 wt.% Ti–0.5 wt.% Y2O3 have been studied. Both of them were ob-
tained by hot isostatic pressure of blended or ball milled powders. 
The starting materials were different powders: tungsten (99.9%
purity and 14 lm of average grain size), titanium (99.8% purity 
and particle size of 20 lm) and nanoparticles of Y2O3 (99.5% purity 
and diameter in the range 10–50 nm). The manufacturing process 
was developed under Ar atmosphere. The sintering was carried 
out by hot isostatic pressure in two stages: the first at 1277 C 
and 195 MPa of pressure, and the second at 1700 C and the same 
pressure [4].
These alloys were supplied in a billet with nominal dimensions
of 30 mm diameter and 50 mm length. Prismatic samples with
2  2  25 mm3 were prepared by electro-discharge machining. A
notch of 400 lm in depth and tip radius of approximately
150 lm was introduced with a diamond saw in the samples for
fracture toughness tests.
Three materials are used as reference materials, pure tungsten 
and two tungsten alloys with 4 wt.% Ti and 0.5 wt.% Y2O3, respec-
tively. The mechanical behavior with temperature, the microstruc-
tural analysis and the effect of titanium and yttrium oxide 
additions in these simple alloys have previously been studied [2].1
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Fig. 1. Bending or yield strength of the samples tested in three-point bending.
Shaded values stand for the yield strength at 0.2% of plastic strain (material with
plastic deformation before fracture). Non shaded values stand for bending strength
(tests with a linear response until fracture).2.2. Experimental methods
The elastic modulus at room temperature, E0, was measured on 
prismatic samples using the impulse excitation technique. Cycles 
of load charge and discharge (each 200 C) were performed in 
three-point bending test keeping the material in the lineal elastic 
region and well bellow its maximum strength. The evolution of 
the elastic modulus with temperature was studied by the slope 
change of the load and load-point displacement curve. The bending 
tests and the fracture toughness tests were performed under stroke 
control at 100 lm/min. The loading spans were 16 and 12 mm for 
bending and fracture toughness tests, respectively. The yield stress 
was computed by Bernoulli equations for flexural beam with 0.2%
of deformation. The KQ was calculated by the general expression of 
stress intensity factor [5]. All the mechanical tests were performed 
under ambient atmosphere.
The fracture surfaces of post-mortem samples were studied by
scanning electron microscope. The presence of oxidation products
impeded the observation of the fracture surfaces in samples tested
at high temperature. Then these broken samples were mounted in
epoxy resin and prepared by polishing and etching (Murakami and
Kroll reagents) to analyze the cross section. The mounted samples
were studied in the scanning electron microscope equipped with
energy dispersive X-ray microanalysis to ascertain the deformation
and failure micromechanism involved in the fracture process as
well as the present phases.0
2
4
6
8
10
12
14
16
0 200 400 600 800 1000 1200
W
W-Ti
W-4Ti-0.5Y2O3
W-0.5Y2O3
W-2Ti-0.47Y2O3
Fr
ac
tu
re
 T
ou
gh
ne
ss
 (M
Pa
·m
1/
2
)
Temperature (ºC)
Fig. 2. Evolution of fracture toughness with test temperature. Shaded values stand
for ‘‘apparent fracture toughness’’ (tests with substantial plastic deformation before
maximum load).3. Results and discussion
3.1. Mechanical properties
The elastic modulus at room temperature, E0, is similar to that of 
the reference materials although the value of the W–2% Ti–0.47%
Y2O3 alloy is somewhat lower. In these alloys this evolution does 
not drop as strongly as in pure W and W–4%Ti [2]. Even the W–4% 
Ti–0.5% Y2O3 material shows a behavior similar to that of W–0.5% 
Y2O3. Thus, this confirms that the presence of the yttrium oxide 
improves the oxidation resistance and consequently the al-loys 
enhance their mechanical properties at high temperature. It should 
be note that the tests were carried out in oxidating atmo-sphere, 
thus, the decreasing in the elastic modulus is due to loss of material 
because of the oxidation process. The r–e curves correspond to a 
linear elastic behavior, even at the highest temperatures.
In Fig. 1 are drawn the yield strengths (r0.2%) for tests with plas-
tic deformation and the flexural strength for tests with brittle 
behavior. The bending strength of W–2% Ti–0.47% Y2O3 is almost 
constant with temperature and in spite of the starting values are 
low presents a high value at high temperature. By contrast, the 
W–4% Ti–0.5% Y2O3 starts with a low value at room temperature 
but the increasing of the resistance is similar to that of W–4% Ti 
and reaches a higher value at 800 C due to the effect of yttrium 
oxide. Above this temperature the instability of the titanium oxide 
causes a strongly drop in the curve.
The recorded values of load and displacement in the fracture 
toughness tests with SENB samples depend strongly on the dimen-
sions of material. Thus, these results must be considered as refer-
ence values. It should be noted that some reference materials 
show macroscopic plastic deformation according to the test tem-
perature increases. Therefore, the calculated values could be con-
sidered values of ‘‘apparent fracture toughness’’ (obtained by 
applying the value of the maximum load in the expressions of 
stress intensity factor) and they only give an idea of its evolution 
with temperature. Fig. 2 shows the evolution with temperature 
of this property, similar to the bending strength curve.The fracture toughness of these alloys is low because of the tests
were carried out in oxidizing atmosphere. Despite this, the values
do not have a trend to decrease as fast as those of W–4% Ti and the
values obtained at 1000 C are similar to those of W–0.5% Y2O3.
This again proves that the presence of Y2O3 improves the oxidation
behavior at high temperature and consequently a better mechani-
cal behavior is obtained. However the low values of toughness at
room temperature indicate that the presence of titanium can not
improve this property because of pores produce a crack effect. It
should be taken into account that these values could overestimate
the actual toughness of the materials because the notch was not a
true crack.2
Fig. 4. Cross section showing the fracture surface profile in W–4% Ti–0.5% Y2O3
alloy (bending tested at 25 C). Sample etched with Murakami reagent.3.2. Fractography
According to the curves of the bending test and fracture tough-
ness, the specimens show a brittle fracture at any temperature in 
both materials. The samples present a flat fracture surface perpen-
dicular to the tensile stress with a crystalline aspect. Both materi-
als show similar fracture characteristics: brittle intergranular 
fracture due to the discohesion among tungsten particles and 
cleavage or discohesion of lattice planes. These are typical patterns 
in BCC metals below the DBTT [6]. These characteristics are pre-
sented up 400 C, but above this temperature only some specimens 
without oxidation products could be observed. The cleavage is 
scarcely present at this temperature, in smaller numbers in W–
2% Ti–0.47% Y2O3 alloy. The cleavage character is associated with 
DBTT, so the titanium content increases this temperature in tung-
sten even with contents of 2 wt.%.
The presence of many and small pores has been observed 
mainly on the grain boundaries and penetrating to some depth in 
the particles of tungsten (Fig. 3). This porosity is less abundant in 
W–4% Ti–0.5% Y2O3 material and is not present in the reference 
material W–4% Ti. Thus, the presence of titanium and Y2O3 simul-
taneously could catalyze a reaction with generating of gaseous 
products during sintering process what causes the appearance of 
porosity.
The analysis of the cross section behind the fracture surface re-
veals the morphology of the grains under the surface. The surface 
profile is nearly a polygonal line corresponding to the intergranular 
fracture and cleavage (Fig. 4). In all of the samples grain deforma-
tion, sliding of boundary grain and voids growth do not have been 
observed up to 600 C. Beyond this temperature, the grains of the 
fracture surface have disappeared forming a layer of oxidation 
products.3.3. Microstructure
Both of these alloys primarily show two types of phases: la-
goons of titanium and tungsten grains. A solid solution Ti–W has
been formed because of titanium diffusion along the grain bound-
aries of tungsten during sintering. However, tungsten atoms diffu-
sion has not been observed in titanium pools. The cross section of
fracture surface reveals the morphology of these phases. Tungsten
alloy with 2% Ti–0.47% Y2O3 presents Ti lagoons and tungsten par-
ticles of different sizes. The large lagoons tend to be more elon-
Fig. 3. SEM micrograph showing the fracture surface with intergranular porosity of
W–2% Ti–0.47% Y2O3 alloy (bending tested at 25 C). Cleavage (A), aligned W grains
(B) and porosity below the boundary grain (C).gated than those in W–4% Ti–0.5% Y2O3. Some of tungsten 
particles have an elongated or fragmented shape as aligned grains 
quite parallel to titanium pools. In addition, a dark zone around 
these lagoons can be distinguished according to the solid solution 
formed due to titanium diffusion in tungsten grains (Fig. 5). On the 
other hand the distribution of Ti pools on the W–4% Ti–0.5% Y2O3 
seems equal to that seen in W–4% Ti. The aligned tungsten grains 
do not have been observed in this alloy. In both materials the solid 
solution formed around the W particles is thicker than the one ob-
served in W–4% Ti. Therefore, the presence of Y2O3 favors titanium 
diffusion to form larger zones of solid solution.
A rich yttrium phase was detected in the interface between tita-
nium pools and tungsten grains. Phase-shaped bones (correspond-
ing to phases melt during sintering process) observed in W–0.5%
Y2O3 have not been detected in these alloys. This means that the
presence of titanium hinders tungsten diffusion in Y2O3 avoiding
the formation of low melting point phases.
The samples were etched with hydrogen peroxide to reveal the 
boundary grain. The presence of a solid solution surrounding the 
tungsten particles impeded to obtain micrographs with good con-
trast. The estimation of grain size could be made by comparison with 
the reference materials micrographs. The alloys have a similar grain 
size and size distribution to those of the W–4% Ti material (Fig. 6) 
with less deviation [2]. The maximum and minimum grain sizesFig. 5. Micrograph of W–2% Ti–0.47% Y2O3 alloy bending tested at 400 C (etched
with Murakami reagent). (A) Ti pools.
3
Fig. 6. Micrographs for grain size estimation. (a and b) W–4% Ti–0.5% Y2O3 and (c) W–4% Ti (reference material).are less different allowing a more homogeneous distribution. The
average grain size is slightly larger in these alloys than in W–4% Ti.
4. Conclusions
The addition of titanium favors the densification of tungsten in
sintering. In addition, titanium inhibits the grain growth in tung-
sten and reduces its diffusion on Y2O3 particles avoiding their
decomposition. Titanium has a negative effect on DBTT, raising this
temperature in tungsten at least 600 C. Titanium improves the
mechanical behavior of tungsten with temperature, but makes it
more brittle.
The presence of Y2O3 at about 0.5 wt.% increases the oxidation
resistance of tungsten consequently improving the mechanical
behavior at high temperature. The yttrium oxide enhances tita-
nium diffusion on tungsten favoring the formation of Ti–W solid
solution. Y2O3 seems does not have influence on DBTT.
The simultaneous presence of Ti and Y2O3 involves the addition
of side effects but could reduces the densification effect of
titanium.Acknowledgements
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